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Section | W IAIE S %)J/ZI/Z/LA/

WANUFACTURER S NAME BOSTIK WEST, DIV. OF USM CORPORATION, AN EMHART UNI

rreeTacoress 20846 So. Normandie Ave. civ.sware.anozircope Torrance, Ca. 90502
IMERGENCY TELEPHONE NO (213) 320-6800

'RODUCT CLASS EPOXY ENAMEL REDUCER MANUFACTURERS CODE IDENTIFICATION  TL-66

—————

TRADE NAME BOSTIK

Section Il — HAZARDOUS INGREDIENTS

- T VAPOR
INGREDIENTY TL"'66 ’ZE\]RCC)':ELN)T P mas LEL HHITR%SQSURE
KETONE SOLVENTS 25-35 | 100 1.4 70.0
ALCOHOL SOLVENTS 25-35 | 100 1.7 4.0
NITRO PARAFFIN 25-35 25 2.6 13.0
GLYCOL ETHER 10-15 50 1.1 1.0
Section lll — PHYSICAL DATA .
BOILING RANGE 176_ 3/40 Deg . F B VAPOR DENSITY HEAVIER D LIGHTER,THAN AIR
EVAPORATION HATE [:] FASTER I XXiSLOWER. THAN ETHER EE.‘:I%.:LSL\EOLAHLE 100 WEIGHT P2R 7.3 1ps.
Section iV — FIRE AND EXPLOSION HAZARD DATA
=
DOT CATEGORY Red Label, TFlammable F&Sil]—;gC?INT 23 Deg. F. Tag Closed (e 1.1
- : Cup
EXTINGUISHING MEDIA Exclude Air - Use foam, CO,, steam, water-fog,
dry chemicals. Do not use  water.

UNUSUAL FIRE ANO EXPLOSION HAZARDS ~ Vapor forms explosive mixture with air between
upper and lower explosion limits.

SPECIAL FIRE FIGHTING PROCEDURES Do not use water, exclude air, use water spray
to cool fire exposed surfaces and to protect
personnel.
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SectionV — HEALTH HAZARD DATA
THAESHOLD LINIT VALUE See Section II
SFFECTS OF CYVEREXPQSURE . . .‘ .
Headache, nausea, dizziness. Breathing vapor will be
irritating to nose, throat, and eyes.
smercency anorinsTaoprocebures  Skin Exposure: Wash affected area with soap and
water. Eye Exposure: Flush with water for at least 15 minutes, consult
physician. Ingestion: Consult physician immediately
Inhalation: .Remove victim to fresh air, consult physician.
Section VI — REACTIVITY DATA
stagiiry [ ] unstaBle  [RAN] STABLE conomonstoavolo  Storage at high temperatures

INCCMPATAILT Y aenais 10 avois) SErong oxldizing agents. Sparks and open fliames.
HAZARDOQUS CECCHPOSITICH PRODUCTS

Co, €O, , oxides of nitrogen.

4AZARDOUS POWMERIZATION [ ] maroccua KX WILL NOT OCCUR
ZONOITIONS TC AVaIg

Section VIl — SPILL OR LEAK PROCEDURES

STEPS 70 BE “AEii i CASE WATERIALIS RELEASEDORSPILLED Kliminate sources of ignifion ang clear rumes
‘rom area. Prevent liquid from entering sewers, water courses, Or low areas.
‘eep unneccessary personnel away. Shut off source, if possible to do so without
vazard. Contain spilled liquid with sawdust, sand, or oil absorbing compound.
WASTEZISFCIALMETHOD T1agy area with detergent and water. Consult disposa% expert

ind ensure conformity with local regulations.

Section VIl — SPECIAL PROTECTIONM INFORMATION

ESPRATCAY PROTECTICH g approved respirator rotection such as an air-supplied
p p 0 -
iask if used in non-ventilated area. ’

{fechanical: Explosion-proof ventilation equipment. No smoking or open lights.

jentiarion Face velosity M 60 fpm in confined area.

"ROTECTIVE GLGYVES Chemically resistant gloves

YE PROTECTION Chemical splash goggles or face shield

Treapnortcrveenurasnt - Fye Bath & safety shower.

Section IX{ — SPECIAL PRECAUTICNS

HECAUTICHS IO BETAn Ll ALOLING AND STORING - Keep containers closed when not in use. Do
ot handle or store near flame, heat or strong oxidants. Adequate ventilation
gﬂy%g?ﬁﬁ@“poﬂtnincfs of this product may be hazardous when Qmptied - - these
' - containers retain product residuces (vapor, liquid, ctc.)
11 handling cquipment should be electricallv grounded. Treat as a very
lammable Liquid. - - e e e L
: . r_// ) . .
Kenneth, /J . Silberberg.//
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